FILE NAME

2" Typ. \

* 8" nom ‘ 0 r‘l‘é‘O‘i‘¢‘t‘l‘¢‘&‘i‘¢‘0 1"t‘o‘¢‘o‘¢‘l‘¢‘¢‘¢"‘l‘i‘¢:r‘¢‘{
r ‘ 8" nom LI‘I RN | R IRIIRORaAr !
7" 2" Typ.

i 8" nom Vil o ¢ e 0 0 0 0 0 v 0 0 s Wile o 0 ¢ s 00 RRRRRIITY| Parapet
7" [ - helght varies

20\ 2\
\ : l / 80" !
l L] J |_ Wood shall be southern pine or douglas fir.
Wood shall be pressure treated with CCA

1"-3" gravel base L or ACA. Two cogfs of clear sealing product
shall be applied to the completed fence.

See specs.
Type B-6.12 curb and gutter
bottom rail must clear curb
ELEVATION
Face of rail shall be flush with end
of parapet to prevent snagging passersby
" [\
2’ wide aggregate shoulder Type B-6.24 curb and gutter
Ll/glleggpgfherwfse noted
107 wide HMA bike path bridge or bridge approach silab (typ.)
2’ wide aggregate shoulder Type B-6.24 curb and gutter \
L
PLAN VIEW
USER NAME = DESIGNED - REVISED - F.A, SECTION COUNTY TOTAL | SHEET
RTE. SHEETS| NO.
2°““‘g§2t1;°s‘°1‘,‘m CHECKED _ - REVISED - STATE OF ILLINOIS WO0OD POST AND RAIL FENCE 06-00151-00-BR DuPAGE | 201 | 45
mason, o |o0L SCALE - DRAWN - REVISED - GREAT WESTERN TRAIL CONTRACT NO. 63568
PLOT DATE = CHECKED - REVISED - SHEET NO. SHEETS [ILLINOIS|FED. AID PROJECT




